
 

 

 

High quality ANTI-RUST enamel with corrosion inhibitor formulated from 
alkyd resins with polyurethane. 
Features: 
 

➢ Complies with the standard UNE 48316 for high performance 
solvent-based anti-corrosion decorative enamels. 

➢ Maximum covering. 
➢ No yellowing. 
➢ Perfect leveling and brushability. 
➢ High hardness and resistance to scratching and shocks. 
➢ Water, corrosion and weather resistant. 
➢ Lead-free. 
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APPLICATION: 
Decoration and protection of iron/steel, wood, 

plaster, etc. Anti-rust treatment for indoor and 

outdoor use surfaces is desired. 

CORROSION RESISTANCE 
 

Applied at a dry thickness of 156 µm on cold rolled 

carbon steel, Q-panel S46 

240-hour exposure (UNE-EN ISO 9227 salt spray) 

Assessment of paint degradation 

UNE-EN ISO 4628:2003 

 Objetivo ALBOR Norma 

Blistering 
0 (S0) 0 (S0) 

UNE-EN ISO 

4628-2 

Oxide  
Ri 0 Ri 0 

UNE-EN ISO 

4628-3 

Cracking 
0 (S0) 0 (S0) 

UNE-EN ISO 

4628-4 

Peeling 
0 (S0) 0 (S0) 

UNE-EN ISO 

4628-5 

Incision 

corrosion 
<1 mm 0,2 

UNE-EN ISO 

4628-8 
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