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DECOLOR’S RANGE OF 

WATERPROOFING PRODUCTS

*  Waterproofing Coatings

* Waterproofing Solutions



WATERPROOFING COATINGS

Products

Primer Top Coat

Water-based primer, to facilitate 
the adhesion of subsequent coats 
on substrates such as cement, 
concrete, glass, tile, vitrified 
terrazzo, etc. 
FLOOR PRIMER AQUA 

Solvent-based primer, to facilitate 
the adhesion of subsequent coats 
on substrates such as cement, 
concrete, terrazzo, etc.
FLOOR PRIMER

Primer for fresh concrete 
(«green») or mortar, improving the 
adhesion of the subsequent layers 
with high resistance to alkalis and 
efflorescence both indoors and 
outdoors. Suitable product as 
basement waterproofing sealer 
and primer for fibre cement.
DECOKRIL RAPID

One-component polyurethane elastic membrane for the protection and waterproofing of terraces, 

roofs, floors, etc.

Elongation at break >400 % UNE 53413

Tensile strength 4.00 MPa (40 Kg./cm²) UNE 53413

MEMBRANE PUR 3G

Elastic waterproofing coating for the protection and waterproofing of terraces, covers, roofs, etc..

Elongation at break 430 % UNE 53413

Tensile strength 1.50 MPa (15 Kg./cm²) UNE 53413

DECOELAST

Waterproofing coating for the general protection of horizontal and vertical surfaces such as 

terraces, roofs, roofs, facades, etc.

Elongation at break >100 % UNE 53413

Tensile strength 3.50 MPa (35 Kg./cm²) UNE 53413

DECO-STOP ANTIGOTERAS

Glass fibre reinforced waterproofing coating for the general protection of horizontal and vertical 

surfaces such as terraces, roofs, roofing, etc.

Elongation at break >100 % UNE 53413

Tensile strength 3.50 MPa (35 Kg./cm²) UNE 53413

DECO-STOP ANTIGOTERAS FIBER

Waterproofing coating for general protection of horizontal surfaces such as terraces, covers, roofs, 

etc..

Elongation at break 120 % UNE 53413

Tensile strength 3.40 MPa (34 Kg./cm²) UNE 53413

DECO-STOP ROOFS



WATERPROOFING SOLUTIONS

Products

Solutions

DECOKRIL FLEX is a two-component waterproofing mortar, ideal for highly flexible cementitious 

waterproofing works. In addition to exceptional protection, it is able to bridge small cracks through 

a variety of cementitious substrates.

DECOKRIL FLEX can be used in new and existing concrete structures.

Elongation at break 450 % UNE 53413

Tensile strength >1.70 MPa (17 Kg./cm²) UNE 53413

DECOKRIL FLEX

Product for injection into walls that creates a barrier against the rising humidity. Micro-emulsion for 

the injection of walls , forms a horizontal, damp-resistant barrier.

CAPILLARITY STOP

Silane-based cream gel, suitable for the formation of chemical barriers against capillary rising 

damp - by injection into walls in stone, brick, sandstone, concrete walls.

CAPILLARITYSEAL-600



Pinturas DECOLOR

Polígono Industrial El Salvador

Avenida 3ª, Parcela 4-5

02630 La Roda (Albacete) Spain

Phone: +34 967 44 17 14

E-mail: decolor@decolor.com

http://www.decolor.com
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